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Introduction          

The HomeControl+ App and PyronixCloud communications are fully encrypted 
to the highest standard (AES 256) and no sensitive user data is stored on the 
PyronixCloud. 

The Pyronix HomeControl+ App is available in two versions:  An Android™ version 
from the Google Play Store, and an iOS™ version from the Apple App store.                                                                                                                                                
The PyronixCloud must be setup with your HomeControl+ Panel in order to use 
the HomeControl+ App and IP Cameras – please see our Homecontrol+ manual 
RINS1721 for details on how to set up the PyronixCloud and the HomeControl+ 
App. All our manuals including RINS1721 HomeControl+ App Setup guide can be  
found and downloaded at www.pyronix.co.uk

In The Box    
1x IP Camera 
1x DC Power Adapter 
1x Ethernet Cable 
1x Mounting Bracket 
1x Set Up Guide 
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Features

HD

P2P Peer-to-Peer (P2P) connection
Simple, dependable networking with minimal setup.

H.264 video compression
Smooth, clear video with optimal video file size.

High Definition video (720p)
1280 x 720 still image resolution and video quality.

Motion Detection functionality
Automatically detect moving objects to record video (ICAM/PT only).

Weather-proof (XCAM/S only)
The external camera is water resistant for outdoor use.

Pan & Tilt Controls (ICAM/PT only)
The Internal camera has pan & tilt controls for superior viewing range.

Automatic Infrared Night Vision
Infrared night vision that activates in low-light or darkness.

WiFi or Ethernet connectivity
Wired or Wireless connection options for maximum flexibility.
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1. Wiring the Cameras 
1.1. Firstly connect the DC power adapter into the rear of the camera. If you 

have the internal camera, it will begin to rotate and move - this is just a 
startup sequence. Next connect the Ethernet cable from your router into 
the LAN port on the rear of the camera.

NOTE: Please refer to the following website for guidance before installation:   
https://ico.org.uk/for-the-public/cctv/

AUDIO

ANT

T/F DC   5V
+

X-CAM/S (external)                     

3.5mm Audio 
output 
- for attaching 
speakers etc.

Ethernet /LAN

                  Reset Button
Hold for 15 seconds for 
factory reset. This will reset 
the password back to 
the default password of 
‘admin’.

5V DC
Power

Micro SD (upto 32GB)

Ethernet /LAN cable

12V DC Power

NOTE:   The external camera itself is water resistant 
for mounting outdoors, however the cables 
are not - see page 17

Reset Button - 
Hold for 15 seconds for factory 
reset. This will reset the password 
back to the default password of 
‘admin’.

I-CAM/PT (internal)                     

RESE T

UID:DSWAJKL25GK8TP8DE52W

Country of origin: China

I-CAM/PT

Pyronix Ltd. Secure House,
Braithwell Way, Hellaby,
Rotherham, South Yorkshire,
S66 8QY  UK

WPS WiFi button
(hold for 3 seconds with 

the camera 2 metres from 
a compatible router)

Camera 
Base
View

Camera 
Rear
View
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2. Download the HomeControl+ App
2.1. Download and install the HomeControl+ App from the Google Play 

store or Apple App store on to your smartphone or tablet device. Scan 
the relevant QR code below with a barcode scanner App to visit the 
respective App store:

3. Open the HomeControl+ App 

3.1. Open the App, select your language 
(then click next), read & accept the 
terms and conditions, and then create a 
username and click ‘next’.  

3.2. You will be brought to this screen - select  
‘My Video’ 

NOTE:   For instructions on setting up and adding 
a HomeControl+ system, please see our 
HomeControl+ manual RINS1721
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Any cameras already 
added will appear in a 

list here

4. Camera User Interface (UI)
4.1. Having selected ‘My Video’ on the home screen you will now see the main 

camera menu.  

Press to go back 
to the home 

screen.

Press to go back 
to the home 

screen.

Press to delete 
cameras

Press to view the 
Camera List

Press to show  
App Info

Press to show  
App Info

Press to add  
cameras to the list

Press to view  
camera options

Displays any 
camera events

iOS

Android

Press to add  
cameras to the list

This list will be empty if 
you have no cameras 

setup yet.
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5. Adding a Camera in the App 
5.1. Firstly press  ‘click here to add camera’.

5.2. At this point, there are three ways to enter 
the ‘UID’ code, use whichever is most 
convenient for you: 

            
            5.2.1: Use the ‘scan’ button to launch an 

installed barcode scanner app (if you have 
one installed) and scan the ‘QR code’ on 
your camera’s sticker (see below).

            5.2.2: Use the ‘search’ button to select your 
camera from a list. (useful if you know the 
IP address or UID of your camera).

            
            5.2.3: If neither of the previous options are 

convenient, you can simply enter the ‘UID’ 
(Unique ID) manually - it is written on the 
camera stickers as shown below.

Android (skip to page 10 for Apple iOS)

UID:DSWAJKL25GK8TP8DE52W

Country of origin: China

I-CAM/PT

Pyronix Ltd. Secure House,
Braithwell Way, Hellaby,
Rotherham, South Yorkshire,
S66 8QY  UK

(camera sticker)
Unique ID (UID)

QR Code 
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5.3. Next enter the default password: admin

5.4.      Now enter an appropriate name for the 
camera.

5.5       Then press ‘OK’

6. Connecting via WiFi (Android) 
Note:  This step is not essential, the IP Camera will work 

perfectly fine connected via an Ethernet cable.

6.1. From the list of cameras touch the circular 
arrow icon on the camera you just added 
to the app - and then click ‘edit camera’.

6.2.     Next push the ‘Advanced’ tab/button,

6.3.     And then scroll to ‘WiFi Settings’ and push 
the ‘Manage WiFi networks’ button.

6.4.     Now choose the WiFi network you wish to 
connect to from this drop-down list. 
 

6.5.     Finally, enter the password for your WiFi 
network and then press ‘OK’

6.6.     You can now disconnect the ethernet 
networking cable from your camera.

 Note:  Please wait 60 seconds after pressing ‘OK’ before 
disconnecting the ethernet cable.



9

7. Changing your password 
(Android) 
Note: We highly recommend that the password is changed 

as all cameras have the same default password.

7.1. From the list of cameras touch the circular 
arrow icon on the camera you just added 
to the app - and then click ‘edit camera’.

7.2.     Next push the ‘Advanced’ button.

7.3.     Next, press the ‘Modify Password’ button 
within the Advanced Settings menu, and 
then enter your old and new passwords. 
If  this is the first time you have changed 
your password, the ‘Old’ password will be 
the default password: admin

7.4.     Next, press the ‘OK’ button to take you 
back to the previous screen. 

7.5.     Now press ‘OK’ in the bottom left corner 
of the next two screens to take you back 
to the main list of cameras.  You will see 
‘Camera edited successfully’ appear 
momentarily at the bottom of the screen.

            The Password has now been updated.

Note: The password can be reset back to default by 
pressing the reset button on the camera for 15 
seconds (when the camera has power connected). 
This will reset all of the camera settings back to 
default. Please see page 4 if you are struggling to 
find the reset button. 
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8. Adding a Camera in the App 
8.1. Firstly press the Add Camera tab at the 

bottom of the UI.

8.2 Select ‘Add’ to manually add a camera 
or ‘QR Code’ to scan the QR Code on the 
camera (skip to 8.3). 

 ‘Cameras found’ will list the IP addresses 
of the IP cameras found on the network 
(LAN). 

8.2.1 Using the information from the sticker 
located on the IP camera, fill in the ‘UID 
and enter the default password: admin

8.2.2  Touch ‘Save’ and the camera will now be 
added into your Camera List. To register 
the camera using a QR code, Press the QR 
code button located in the  ‘Add Camera’  
section. This will ask you to have access to 
your device camera. Press Accept.

iOS (Apple / iphone setup)

UID:DSWAJKL25GK8TP8DE52W

Country of origin: China

I-CAM/PT

Pyronix Ltd. Secure House,
Braithwell Way, Hellaby,
Rotherham, South Yorkshire,
S66 8QY  UK

(camera sticker)
Unique ID (UID)

QR Code 



11

8.3. Align the QR code located on the sticker 
with the square in the middle of the 
screen.

8.4.1  Once the QR code has been read the ‘UID’ 
box will be filled. 

8.4.2. Next, Enter the default password: admin

8.4.3. Press ‘Save’ and the camera will now be 
added to the Camera list.  

8.5. The camera will now appear in the list as 
‘connecting’ and then later ‘online’.
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9. Connecting via Wi-Fi (iOS)
Note:  This step is not essential, the IP Camera will work 

perfectly fine connected via an Ethernet cable.

9.1. From the Camera List, press the ‘i’ next to 
the camera that you wish to connect to 
the wireless network.

9.2. On the next screen, select  ‘Advanced 
Settings.’

9.3. Press the ‘Wi-Fi’ option on the next page
 9.3.1.    HomeControl+ will now scan for   

 available networks.
 9.3.2 All Available networks will now be   

 displayed in a list.

9.4. Select the wireless network that you wish 
to connect the camera to from the list.

9.5. Enter the password for the selected 
wireless network and press ‘Join.’

9.6. After verification (providing the password 
is correct) the camera will now be linked 
to the wireless network.

9.7. The Ethernet cable can now be removed 
from the rear of the camera.

Note:  Please wait 60 seconds after pressing ‘OK’ before 
disconnecting the ethernet cable.
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10. Changing the Password (iOS)
Note: We highly recommend that the password is changed 

as all cameras have the same default password.

10.1. From the Camera List, press the ‘i’ next to 
the camera for which you wish to change 
the password.

10.2. On the next screen, select ‘Advanced 
Settings.’

10.3. Press on the option ‘Change Password.’

10.4.   Enter the old password in the top box, if 
this is the first time you have changed the 
password it may be the default: admin

 10.4.1. Enter the new password next to   
 the word ‘New.’

 10.4.2. Repeat the new password in the   
 box next to ‘Confirm.’

10.5   Press ‘OK’ to return to the camera list.

Note: The password can be reset back to default by 
pressing the reset button on the camera for 15 
seconds (when the camera has power connected). 
This will reset all of the camera settings back to 
default. Please see page 4 if you are struggling to 
find the reset button. 
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I-CAM/PT X-CAM/S

Characteristics Internal Pan and Tilt Camera External Static Camera

Image sensor Sensor High Definition Colour CMOS High Definition Colour CMOS

Max. resolution 1280 x 720 (1 Mega-pixel) 1280 x 720 (1 Mega-pixel)

Min. illumination 0.1 Lux (with IR Illumination) 0.1 Lux (with IR Illumination)

Lens Focal length f:3.6mm f:3.6mm

Aperture F1.8 F1.8

Angle of view 71° 71°

Video Resolution 720p 720p

Compression H.264 H.264

Frame Rate 25fps (max.) 25fps (max.)

Pan/Tilt Angle Horizontal: 340°  Vertical: 90° Bullet

Infrared LED 10 LED IR 30 LED IR

Night vision range  8 m  15 m

Audio Microphone Integrated microphone No

Network Ethernet LAN 10/100Mbps  LAN 10/100Mbps 

WIFI  IEEE802.11b/g/n (WEP, WPA, WPA2) IEEE802.11b/g/n (WEP, WPA, WPA2)

System requirement HomeControl+ APP iOS, Android iOS, Android

SD Card Max 32GB SD recording No

Power Power supply 5Vdc/2.0A 12Vdc/1.0A

Current consumption 7.5 W (Max.) 6.9 W (Max.)

Environment Water Resistant No Yes

Operating temperature (-20° ~ 55°C) (-20° ~ 55°C)

Storage temperature (-20°C ~ 60°) (-20°C ~ 60°)

Operating Humidity 20% ~ 85% non-condensing 20% ~ 85% non-condensing

Storage Humidity 0% ~ 90% 0% ~ 90%

Others Dimensions (h x w x d)
200 x 180 x 120 mm  (box dimensions)

125 x 100 x 130 mm  (camera unit)

199.5 x 169.5 x 112 mm  (box dimensions)
165 x 64 x 60 mm  (camera unit) 

- antenna adds 50mm to camera  height

Certifications and guarantee CE, RoHS. 1 Year CE, RoHS. 1 Year

11. Specifications

12. Registering a Camera in the PyronixCloud 
12.1. Login or register on www.pyronixcloud.com
12.2. Click ‘Register’ new device button. 
12.3. Enter the cameras UID and camera password.
12.4  Click register. 
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13. Advanced Settings (Android)
13.1. - this option will be available in a future software 

update

13.2. Selects the notification type for events 
triggered by motion detection

13.3. This option enables video recording (onto 
Micro SD) for the I-CAM/PT. The ‘Alarm’ 
option sets recording to begin in response 
to motion detection (if it is enabled). The ‘Full 
Time’ option constantly records and deletes 
video so that you always have the latest 
time interval - on a ‘first in - first out’ basis 
(duration dependant on SD card capacity).

13.2.  Use this option to select your time zone from 
a list. This is important as it will determine 
whether the time stamp on any screenshots 
or videos is correct.

13.5.  Video quality settings control resolution 
(max 720p), orientation/flip, frame rate (50hz 
or 60hz) as well as a constant ‘night’ mode 
option (IR LEDs always on, black and white 
video). 

(iOS) 
Advanced Settings

See 13.1. - this option will be available in a future 
software update

See 13.5. (above)

See 13.3. (above)

See 13.2. (above)
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14.  Mounting the Internal Camera
14.1. If you want to mount the internal camera to a wall or other fixture, 

there is an adjustable bracket included with the camera. All fittings are 
supplied so that it can be wall mounted. 

14.2   This thumbscrew locates to a threaded insert on the bottom of the 
camera. Use this to adjust where the centre of the cameras field of view 
lies.

14.3   Loosen these thumbscrews to adjust the angle of the camera in relation 
to the wall it is mounted on, then tighten when it is at the optimal angle.

See 14.2

See 14.3

I-CAM/PT base
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15.  Mounting the External Camera
15.1. The External Camera is supplied with a minimum cable length so that 

cables and connectors can be housed in a small waterproof box. All of 
the cables that connect to the external camera will need some kind of 
waterproof housing as they are not waterproof themselves. Please ensure 
that all cables are properly shrouded and sealed at box junctions where 
applicable.

15.2. The External Camera body is water resistant and suitable for outdoor 
environments.

15.3.    The antenna is supplied detatched from the camera body, to attach it 
simply fold it at the join and it then screw it into place on the back of the 
camera body as shown.

See 15.1

Note: Waterproof junction box not supplied with product.

Unscrew this threaded
collar to adjust the camera 
position.

NOTE:   Do not forget to 
attach the antenna 
- WiFi may not 
function without it.
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16.  Pan and Tilt Controls
16.1. When using the HomeControl+ App to connect to an internal camera with 

pan and tilt controls - simply swipe your thumb on the live video image 
(on the screen shown below) to control the position of the camera.

The camera can pan 
horizontally 340o and 
vertically 90o
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Warranty

At Pyronix Limited we are proud of our products and believe that we ensure both 
suitable materials and the utmost skill and care are used in manufacturing them.

We are confident in the abilities of the installers and distributors to whom we sell 
our products, and the high standards that they employ to ensure that Pyronix 
products are delivered to you in the same condition as they left us. 

Pyronix Limited warrants that this product shall be free from defects in workman-
ship and materials for the warranty period of 1 year.

Some Pyronix products are capable of generating voice messages, digital messages 
and text messages via SMS. In order for these messages to reach their intended 
destination, the Pyronix product needs to be connected to network and 
transmission facilities operated by third parties. Pyronix is not responsible for the 
operation of the network, any incompatibility between the Pyronix products and 
the connected network and transmission facilities, the delivery and non-delivery of 
these messages, network and transmission failures, the third parties service level, or 
the costs associated with the delivery of these messages.

We hope that you will not, but if you find that any Pyronix product is defective or 
contains defects in workmanship or material please contact the business which 
supplied that product to you, and ask them to liaise with us about it. They may need 
the product to be returned to them for assessment and analysis.

Products which are found not to have been properly maintained or not to function 
properly as a result of misuse, abuse, improper installation, neglect or have been 
damaged by disasters such as fire and floods, will not be repaired or replaced by
Pyronix Limited under this guarantee, and Pyronix shall not bear the cost of 
returning the product (and any other affiliated cost).

For further warranty information and other languages, please visit:

www.pyronix.com/warranty



Pyronix Ltd. Secure House, Braithwell Way, Hellaby, Rotherham, S66 8QY, UK

For electrical products sold within the European Community. 
At the end of the electrical products life, it should not be 
disposed of with household waste. Please recycle where 

facilities exist. Check with your Local Authority or retailer for 
recycling advice in your country.


